j I T N E Y® Titan Forklifts (2016) Ltd.

670 Irwin Street, Chatham, ON. N7M 5J5

~-FORKLIFTS—

Telephone: 1.519.351.9501

| QUALITY o RELIABILITY # STRENGTH|

Tollfree:

Subsidiary of Titan Forklifts

Email:

1 Power Type
3 Rated Capacity kg /Ibs
Load Centre mm f in
4 Lift Height mm fin
5 Fork Size LxWxT mm fin
B Mast Tilt Angle F/R Deg
7 Front Overhang (Whesl center to fork face) mm [ in
8 Ground Clearance (bottom of mast) mm [ in
9 Length to face of fork (without fork) mm J in
10 I Overral Width mm [ in
11 Ouexal Mast Lowered Height mm [ in
Dimension
12 Mast Extended Height (with backrest) mm / in
13 Owerhead Guard Height mm J in
14 Turning Radius {outside) mm / in
15 Min Insecting Aisle mm { in
16 Travel ([empty load) kmh / mph
Speed
17 Lifting [full load) mmz [ infs
18 Max Gradeahbility %
12 . Front
Tire
20 Rear
21 Wheelbase mmyfin
22 Service Weight kg [ Ibs
23 Battery Voltage/Capacity Wyzh
24 Model
25 . Manufacturer
Engine
26 No. of Cylinder
27 Fuel Tank Capacity Litre [ Gal
28
Transmission e
29 Speed: FWD/RVS
30 Operating pressure for Attachment Mpa
* subject to change
JTD30 JTG30 /
% 3500/ 7800
% 3000 / 6600 -
x
; 2500 / 5500 A
§ 2000 / 4400 -
& 1500/ 3300 .
o
1000 7 2200 L
LOAD CENTER: (mm) 500 800 1000 1400
19.68 31.49 43.30 55.11
CERTIFIED B56.1-2017 APPROVED

1.844 93TITAN (1.844.938.4826)
info@titanlifttrucks.com

Diesel
2000 f 4409
500/ 19.68

3000 - 4200
118.11 - 188.97

1070 x 120 x40
4212 x4 72 x
157
6°/12°
470 / 18.50
120/4.72
2600 / 102.36
1150 / 45.27
2055 / 80.80
4860 / 191.33
2070 / 81.49
2310/ 90.34
2380 / 93.70
19 /11.80
550 / 21.65

20
7.00-12-12 PR
6.00-9-10 PR

1600 / 62.99
3560 f 7848
12/800
240
KOHLER=
3
60 /15.85
Hydraulic
1/1
175

Diesel
3000 /6613
500/ 19.58

3000 - 4800
118.11 - 188.97

1070 x 120 x40
4212 x 472 %
157
6°/12°
470 / 18.50
120/ 4.72
2730/ 107.48
1225 [ 48.22
2055 / 80.90
4860 / 191.33
2070 / 81.49
2310 / 90.94
2380 / 93.70
19 /11.80
550 / 21.65

20
7.00-12-12 PR
6.00-5-10 PR

1600 / 62.99
3700 f 8757
12/800
241
KOHLER*
3
60 /1585
Hydraulic
1/1
175

LIFTING THE FUTURE

Gas/LPG
2000 / 4408
500/ 19.68

3000 - 4300
118.11-188.57

1070 x 120 x 40
4212 %472 x
157
6°/12°
470/ 18.50
120/4.72
2600 / 102.36
1150 f 45.27
2055 / 80.90
4860 / 191.33
2070 / 81.49
2310 / 90.94
2380 / 93.70
19/11.80
550 / 21.65

20
7.00-12-12 PR
6.00-9-10 PR

1600 f 52.99
3560 /7848
12/800
K21
Missan
4
60 f 15.85
Hydraulic
1/1
175

Gas/LPG
3000 / 6613
500/ 19.68

2000 - 4800
118.11 - 188.57

1070 »x 120 x 40
4212 x4.T72 x
157
6°/12°
470 / 18.50
120 /4.72
27300 / 107.4¢
1225 f 48.22
2055 / 80.90
4860 / 191.33
2070 / 81.49
2310 f 90.94
2380 [ 93.70
19 /11.80
550 / 21.65

20
7.00-12-12 PR
6.00-5-10 PR

1600 f62.99
3700 / B757
12/800
K25
Missan
4
60 /1585
Hydraulic
1/1
175

CE CERTIFICATION



